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Low Pass Filters
These low pass video fi lters are used to 
remove all CATV channels above the pass band, 
allowing insertion of locally operated channels. 
Perfect for removing unwanted signals on a cable line 
so modulated channels can be fed into the video network.

5-In 2-Out S-Video A/V Selector Switch
This switch selects between fi ve 
different audio/video inputs (one front, 
four rear) and sends that signal to two 
different outputs with both outputs 
receiving the same signal source. 
Audio inputs/outputs use line-level 
RCA type connections, while the 
video inputs/outputs can be either 
composite (RCA plug) or S-Video 
for equipped com ponents such as 
digital satellite, DVD, video game, etc. 
Includes a front-mounted stereo mini headphone jack.

#180-938   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $39.50 (1-3) $36.50 (4-UP)

RCA Deluxe A/B Switch
A/B switch features two 75 ohm inputs 
and one 75 ohm output. Perfect for CATV, 
satellite, and VCR applications. 5-900 MHz 
bandwidth. 90 dB isolation.

3-In 1-Out A/V Selector With Remote
Route all video sources to your TV 
through a single cable! All three 
inputs allow the user to choose 
either composite video or S-video 
for the video input. The audio also 
has two choices for inputs: stereo 
line level or digital optical audio. The 
output has all of the same connections making it versatile enough to connect to 
any TV or receiver. Inputs can be selected manually from push buttons on the 
front or by the supplied remote control. AC adapter included.

#180-935   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $99 .95 LIST $49.92 (1-3) $47.58 (4-UP)

Terk Leapfrog LF-30S Wireless A/V System
• 2.4 GHz
• Multiple channel selection
• Expandable

The Leapfrog LF-30S is 
a wireless transmitter/receiver system that 
eliminates the need or expense of 
running extra wires from room to room.

Channel Plus Low Pass Filters

   CATV List Price
Part # Mfg. # Channel Price Each

180-776 LPF380 2 to 50 $35.05 $22.50
180-778 LPF470 2 to 64 37.15 23.85
180-780 LPF600 2 to 86 54.65 35.11
180-784 LPF750 2 to 116 54.65 35.11

  CATV Price Price
Part # Channels (1-9) (10-UP)

180-150 2 to 67 $14.85 $13.88
180-152 2 to 82 14.85 13.88
180-154 2 to 116 14.85 13.88

Perfect for removing unwanted signals on a cable line 

A low pass fi lter is used 
on systems when the 
broadband entertainment feed is supplied by 
a CATV service. The fi lter removes all CATV 
channels above the pass band, allowing insertion 
of locally operated Channel Plus channels. Filters 
also remove cable system noise.

Channel Plus NF-469 Notch Filter
The NF-469 notch fi lter allows insertion of modulated 
channels by blocking CATV channels 64-70 and UHF 
channels 14-19. These notched channels allow for a signal 
from SAT, VCR, DVD, or camera to be modulated and inserted 
on three CATV channels (65, 67, 69) or UHF (14, 16, 18).

#180-773   .  .  .  .  .  .  .  .  .  .  .  .  .  . $44 .00 LIST $28.28 EACH

High Isolation A/B Switch
Allows switching between cable A and cable B. 
75 ohm inputs and output. 95 dB isolation.

A/B Switch
75 ohm “F” type coaxial A/B switch. Switch between 
cable and antenna or other inputs. 75 dB isolation.

#180-090   .  .  .  .  .  .  .  .  .  .  .  .  .  . $1.95 (1-9) $1.70 (10-UP)

3-In 1-Out Component Selector with 
Remote and Digital Optical

4-In 1-Out Component Video Switch 
with Remote
• Supports 720p and 

1080i resolutions
• Expands the number 

of component video 
inputs on any device

• High video and audio isolation for minimized component crosstalk
• Includes remote control for wireless operation
• Color coded for quick connection

Expand the number of component video inputs on any device with this 
com ponent video selector switch to four sources. Isolation between component 
sources is maintained through high isolation circuitry. System noise from 
outside interference is kept from entering into the output signal from unused 
ports by self-terminating 75 ohm loads. High resolution displays will benefi t 
from the HD compatible design that supports resolutions up to 1080i. Support 
for stereo and digital coaxial audio switching is standard and a remote control 
is included for easy source switching. Status LEDs display the source selected. 

#180-930   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $54 .99 LIST $31.49 (1-3) $29.06 (4-UP)

#180-336 (System)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $84.48 (1-3)  $79.45 (4-UP)

#180-337 (Add-on receiver)   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $50.32 (1-3) $47.68 (4-UP)

• Supports resolutions of 480i, 480p, 720p, and 1080i
• Add three high defi nition sources to any HDTV easily
• Optical audio inputs for transmission of digital audio
• Remote control included

#180-936   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $79 .99 LIST $49.36 (1-9) $46.89 (10-UP)

    Price Price
Part # Mfg. # Description (1-3) (4-UP)

186-600 HDMI-31  3-in 1-out HDMI switcher $75.97 $68.37
186-604 HDMI-R HDMI signal repeater/booster 50.00 45.00

#186-604
#186-600

Terk HDMI Components
• Supports resolutions up to 1080p 
• HDCP™ and HDMI version 

1.3 compliant
• Bang-for-the-buck designs

#180-420   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $8.77 (1-9) $7.81 (10-UP)

#180-422   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $8.78 (1-9) $7.68 (10-UP)
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