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Send VCR, satellite, or 
surveillance camera 
signals to every TV in 
the house. The 3025 
is a dual input system 
that accepts A/V signals 
from two video sources 
and modulates them to 
user selected channels 
that can be seen at up 
to fi ve TV locations. 
Model 3025 has a 
tuning range of UHF 14-64 or CATV 65-125. When used with an IR remote 
target and emitter 3025 it allows the viewer to use their infrared remote to 
control both video inputs from any TV location throughout the house.

Specifi cations: • Input-RF: antenna or cable service 40 MHz to 1 GHz 
• Input (2) Baseband: video (1V p-p), audio left and right (1V RMS) • Output 
(2) Modulators: tuning range: UHF 14-64 CATV 65-125 • Outputs to 
televisions: local (2) within 35 ft., distant (3) within 150 ft. • Power supply: 
input 110V AC; Output 12 VAC 700 mA output (AC adapter) • Dimensions: 
5-1/2" x 6-3/4" x 2".

#180-725   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $141 .80 LIST $91.13 EACH

Channel Plus DA 3 x 8 Video Distribution 
System with 5 or 12 Volt IR Engine
• Provides eight outputs and three inputs 
• Remotely powered from up to 75 ft. 
away by any 5500 series or SVM series 
modulator • Optional IR control of 
connected video sources • All 8 outputs 
may be connected to model 2100A 
(#180-762) wall plate for IR control with 
2132 IR targets (#180-768) • DA-550BID 
and DA-550HHR offer a 12 volt IR engine 
• DA-8200BID and DA-8200HHR offer a 
5 volt engine

BID and HHR Models: The DA-550BID and 
DA-8200BID offer a 5-42 MHz return path 
for bi-directional com munication for use with 
digital cable interactive set-top boxes. The 
DA-550HHR and DA-8200HHR are used with 
high performance antenna applications for 
off-air digital and NTSC signals. 

#180-781 (DA550HHR /12V IR)
#180-782 (DA550BID/12V IR) .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $292 .55 LIST $188.00 EACH

#180-790 (DA-8200HHR/5V IR)
#180-792 (DA-8200BID/5V IR)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $292 .55 LIST $188.00 EACH

The 2619 rack mount grid system allows 
for structured wire systems to be used in 19" 
EIA racks for fast expandable installations. 
The 2619 is 12 spaces high and 5" deep. It 
is stackable with an open top and bottom 
for continuous wire management. The 2619 
can also be surfaced mounted to a wall 
or plywood sheet. Mounting tabs allow 
for on-stud center mounting and raise the 
panel 1/2" for wire pass through. Use the 
2621 brushed aluminum cover for a clean 
fi nished look.

#180-747   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $146 .25 LIST $94.00 EACH

Channel Plus DA-506BID 1 X 6 BID RF Amp
The DA-506BID RF distribution panel is 
an ideal entry-level product for broadband 
distri bution. Encased in an extruded 
aluminum shell, the DA506BID meets the 
needs of small distribution systems that do 
not require IR control or modulator inputs. 
The DA-506BID has one input for CATV or 
off-air antenna and six outputs to televisions. 
Four outputs are for TVs up to 75 ft. away 
and 2 outputs can be used up to 150 ft. away. 
The DA506BID has bi-directional capabilities 
using a 5-42 MHz return path on the ant/CATV input. This allows compatibility with 
interactive CATV set top boxes. Mounting ears included allow for installing in a 
2619 rack mount grid (#180-747). 

#180-794   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $123 .65 LIST $79.45 EACH
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#180-705   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $73 .20 LIST $47.03 EACH

D

Channel Plus 2100 IR Control Components

Channel Plus 2133 IR Target
When used with the distribution system 
model 3025 (#180-725) it allows the viewer 
to use their infrared remotes to control both 
video inputs from any TV location through out 
the house. The 2133 IR Target connects to 
the cable line between the system and the 
remote TV. Dimensions: 3-1/4" x 2" x 1".

     List Price
Part # Fig. Mfg. # Description Price Each

Interface 
180-762 A 2100A In-wall interface: RF output, 1 IR  $63.85 $41.00
   target port, 1 IR emitter port, 
   Decora-style wall plate, 
   12 volt IR systems only 

12-Volt Targets

Not for use with the 3025 and the DA-8200; 2100A interface must be used at 
all target locations; a DC blocker must be used at locations not using 2100A
180-766 B 2131 In-wall target: Decora-style wall  96.85 62.23
   plate, talk back LED
180-768 C 2132 Set top target: 7 ft. cord with  73.20 47.00
   stereo mini plug, talk back LED

Emitters
For use with 5 and 12 volt systems
180-765 D 2184 IR breakout: expansion block  45.35 29.13
   drives up to four IR emitters, for 
   DA-8200 and DA-500

Channel Plus 2619 Rack Mount Grid

Channel Plus 2620 Modulator Rack Mount

The 2620 is a one space 19" rack mount for the 5500 series modulators. The 
5525 (#182-782) and the 5545 (#182-786) modulators lock into the 2620 for 
secure placement in any 19" rack.

#180-746   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . $52 .60 LIST $33.79 EACH

Channel Plus 3025 Video 
Distribution System

Join the Parts Express Tech Talk Discussion Board at parts-express.com


