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Mini Portable 3-Channel Mixer 
with USB Audio Interface

Model: MIX-R



Introduction
Congratulations and thank you for purchasing the Talent MIX-R portable USB 
mixer. It is ideally suited for a small home studio or the on-the-go recording 
enthusiast. At approximately 4" long and 5" wide (98 x 143 mm), the MIX-R 
respects your desk space, while providing a phantom-powered XLR & 1/4" 
combination socket, stereo USB/Line channel plus a dedicated 2-Track input.
Main Features
1. Ultra-compact and ultra-low noise analog mixer with USB/Audio interface
2. Powered through USB or external adaptor
3. Built-in stereo USB/Audio interface to connect directly to your computer
4. Free audio recording and editing
5. State-of-the-art mic preamp comparable to stand-alone boutique preamps.
6. 2-band graphic EQ for warm and musical sound.
7. 2-Track input assignable to Headphone or Main Mix output . 
8. Main Mix plus separate Phones output.
9. High-quality components and exceptionally rugged construction ensure  

long life. 
Unpacking
Every MIX-R has been thoroughly tested and has been shipped in operating 
condition. Carefully check the shipping carton for damage that may have 
occurred during shipping. If the carton appears to be damaged carefully inspect 
your units for any damage and be sure all accessories necessary to operate the 
system have arrived intact. In the event damage has been found or parts are 
missing, please contact your place of purchase for further instructions. 
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IMPORTANT SAFETY INSTRUCTIONS
Read these instructions – All the safety and operating instructions should be read before this product is operated. 

Keep these instructions – The safety and operating instructions should be retained for future reference.

To reduce the risk of electric shock, do not remove cover. No user serviceable parts inside. The unit should 
be connected to an earth grounded AC electrical socket. Do not defeat the safety purpose of the polarized or 
JURXQGLQJ�SOXJ��,I�WKH�SURYLGHG�SOXJ�GRHV�QRW�¿W�LQWR�\RXU�RXWOHW��FRQVXOW�DQ�HOHFWULFLDQ�IRU�UHSODFHPHQW�RI�WKH�
REVROHWH�RXWOHW��5HIHU�VHUYLFLQJ�WR�TXDOL¿HG�SHUVRQQHO��7R�UHGXFH�WKH�ULVN�RI�¿UH�DQG�VKRFN�GR�QRW�H[SRVH�XQLW�
to rain or moisture. Clean only with dry cloth. Unplug the unit during lightning storms or when unused for long 
periods of time. 

The unit should be operated in a well ventilated area. Minimum clearance is 2 inches from the ventilation 
openings. Do not install near any heat sources such as radiators, heat registers, stoves, or other apparatus 
�LQFOXGLQJ�DPSOL¿HUV��WKDW�SURGXFH�KHDW��3URWHFW�WKH�SRZHU�FRUG�IURP�EHLQJ�ZDONHG�RQ�RU�SLQFKHG��SDUWLFXODUO\�DW�
WKH�SOXJV��FRQYHQLHQFH�UHFHSWDFOHV��DQG�DW�WKH�SRLQW�ZKHUH�WKH\�H[LW�WKH�XQLW��2QO\�XVH�DWWDFKPHQWV�DFFHVVRULHV�
VSHFL¿HG�E\�WKH�PDQXIDFWXUHU�

Note:�8QLW�LV�VHW�DW�WKH�IDFWRU\�IRU����9�RSHUDWLRQ��8QLW�PD\�QRW�EH�DGMXVWHG�RU�PRGL¿HG�IRU����9�RSHUDWLRQ�
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SPECIFICATIONS



CAUTION
RICK OF ELECTRIC SHOCK

DO NOT OPEN
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PANEL DESCRIPTION
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1. LINE-IN 2
This RCA jack is used for connecting stereo line-in signal sources.

2. MIC /LINE-IN 1
This combined jack can used to connect mono signal, such as XLR microphone or 1/4 
inch line level.

3. TAPE IN
This RCA jack is used for connecting stereo line-in signal source.

4. LINE-IN / USB PLAY
This is path control of the stereo sound source. When this control is engaged, the signal 
of channel 2/3 comes from usb play(computer). When the control is disengaged, the 
signal will be from RCA jacks of channel 2/3.

5. GAIN CONTROL
This is used for adjust the gain level of mono input.

6. HIGH
This treble control can be used to reduce or boost high frequencies.

7. LOW
This bass control can be used to reduce or boost low frequencies.

8. BAL/ PAN
� 7KLV�LV�WKH�SDQ�RU�EDODQFH�FRQWURO��7KLV�FRQWURO�LV�XVHG�WR�VHW�WKH�VWHUHR�HIIHFW�¿HOG�RI�WKH�

signal. Set this control in middle position, signal levels of Channel L & R will be same. 
When the control is set to top stop, only Channel L receives the signal, Channel R does 
not. Vice versa.

9. PEAK LED
This is clip LED indicator of mono level. When this LED illuminates, it means that PFL 
mono level is clipped.

10. LEVEL CONTROL
This is channel level control, which is used for adjusting the level of corresponding channels.

11. USB PORT
This Type B USB port is used to connect the power supply, or computer via Type B to A 
connector.

12. POWER SWITCH
 To turn on/off the unit.
13. MAIN MIX
 This is main mix control used for adjusting the main mix output level.
14. PEAK LED

This is main mix level clip LED. When this LED lights up, main mix level will be clipped.
15. MONITOR
 This is monitor control used for adjusting the monitor output level.
16. CD/TAPE TO MONITOR

This is the assignment control of stereo line level. When this control is engaged, the 
signal of CD/TAPE will be assigned to MONITOR OUT. When the control is disengaged, 
MONITOR OUT will receive the signal from MAIN MIX OUT.

17. CD/TAPE TO MAIN
This is the assignment control of stereo line level. When this control is engaged, the 
signal of CD/TAPE will be assigned to MAIN MIX OUT. When the control is disengaged, 
the assignment will be disconnected.

18. MONITOR OUT JACK
 This 3.5mm stereo jack is used to connect the stereo headphone.
19. POWER LED
 This LED will light up when the unit is powered on.
20. MAIN OUT JACK
 This 3.5mm stereo jack is used to connect the active stereo speaker.
21. CD/TAPE OUT JACK
 This RCA jack is used for connecting stereo tape recorder.
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TALENT MIX-R HOOK-UP

Karaoke using DVD player or computer

Live recording
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TALENT MIX-R HOOK-UP

Podcasting

Project studio
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