HiVi MN Series Drivers

- Aluminum/magnesium cone is rigid yet lightweight
- Symmetric Motor Drive technology improves excursion linearity for lower distortion
- Robust steel chassis maintains critical alignment of moving parts
- 8 ohm impedance

M3N Shielded Midbass
Specifications:
- Power handling: 20 watts RMS/30 watts max • VC: 78°
- Frequency response: 70-8,000 Hz • Fs: 69 Hz • SPL: 82 dB 2.83V/1m • Vas: 0.27 cu. ft. • Qms: 0.49 • Qts: 0.06 • Xmax: 0.95 mm • Dimensions: A: 1.71/16", B: 1.7/8", C: 1-1/4".

#297-443 . . . . . . . . $65.99 (1-3) $181.19 (12-UP)

M4N Shielded Midbass
Specifications:
- Power handling: 20 watts RMS/30 watts max • VC: 78°
- Frequency response: 70-8,000 Hz • Fs: 69 Hz • SPL: 82 dB 2.83V/1m • Vas: 0.41 cu. ft. • Qms: 0.51 • Qts: 0.23 • Xmax: 2.5 mm • Dimensions: A: 3-5/8", B: 3-15/16", C: 2-5/8".

#297-434 . . . . . . . . $28.99 (1-3) $83.29 (12-UP)

HiVi B Series Drivers

- Bronze/aluminum alloy cone
- Cosmetic frame
- Shielded motor structure • Extended range
- Low distortion
- Fast transient response

B1S 1" Aluminum Shielded Mid/Tweeter
Specifications:
- Power handling: 3 watts RMS/6 watts max • VC: 1° • Frequency range: 0.7-20,000 Hz • Fs: 152 Hz • SPL: 78 dB 1W/1m • Vas: 0.007 cu. ft. • Qms: 3.22
• Qts: 0.65 • Qts: 0.54 • Xmax: 0.95 mm • Dimensions: A: 1-7/16", B: 1-3/8", C: 5/8".

#297-411 . . . . . . . . $17.99 (1-3) $58.93 (50-UP)

B2S 2" Aluminum Mid/Bass
Specifications:
- Power handling: 10 watts RMS/20 watts max • VC: 1° • Frequency range: 80-20,000 Hz • Fs: 128 Hz • SPL: 80 dB 1W/1m • Vas: 0.011 cu. ft. • Qms: 3.83
• Qts: 0.70 • Qts: 0.36 • Xmax: 2.5 mm • Dimensions: A: 2-1/8", B: 2-7/8", C: 2-1/4".

#297-427 . . . . . . . . $20.99 (1-3) $65.44 (4-8) $8.39 (50-UP)

B3S 3" Aluminum Shielded Mid/Bass
Specifications:
- Power handling: 15 watts RMS/30 watts max • VC: 0.5° • Frequency range: 80-20,000 Hz • Fs: 128 Hz • SPL: 80 dB 1W/1m • Vas: 0.011 cu. ft. • Qms: 3.83
• Qts: 0.70 • Qts: 0.36 • Xmax: 2.5 mm • Dimensions: A: 2-1/8", B: 2-7/8", C: 2-1/4".

#297-428 . . . . . . . . $16.99 (1-3) $9.98 (12-UP) $8.44 (4-11) $7.38 (12-UP)

B4N 4" Aluminum Shielded Mid/Bass
Specifications:
- Power handling: 25 watts RMS/50 watts max • VC: 1° • Frequency range: 80-20,000 Hz • Fs: 128 Hz • SPL: 80 dB 1W/1m • Vas: 0.011 cu. ft. • Qms: 3.83
• Qts: 0.70 • Qts: 0.36 • Xmax: 2.5 mm • Dimensions: A: 2-1/8", B: 2-7/8", C: 2-1/4".

#297-429 . . . . . . . . $26.99 (1-3) $141.93 (12-UP) $12.40 (4-8) $10.24 (50-UP)

HiVi M8A Aluminum/Magnesium Woofer

- Extremely rigid Aluminum/Magnesium cone
- Specially made high-loss rubber surround
- High power handling Kapton voice coil former
- Air transparent spider
- High density aluminum die-cast basket
- Symmetric Motor Drive (SMD) technology

Specifications:
- Power handling: 80 watts RMS/160 watts max • VC: 1-3/8° • Frequency range: 30-3,000 Hz • Fs: 30 Hz • SPL: 88 dB 2.83V/1m • Vas: 0.001 cu. ft. • Qms: 3.57
• Qts: 1.03
• Qts: 0.80 • Xmax: 3.0 mm • Dimensions: A: 3-1/2", B: 3", C: 2-3/16".

#297-447 . . . . . . . . $85.99 (1-5) $47.73 (6-11) $44.82 (40-UP) $41.27 (12-UP)