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Talent 5 Year Warranty

Talent is dedicated to providing their customers with quality product. As such, all Talent products are warranted 
free from defects in material and workmanship for a period of Five Years from the date of purchase. Warranty 
registration is not required, but purchasers are asked to retain their receipt as proof of purchase. Warranty 
does not apply to misuse, abuse, neglect, accident, improper use, etc. For complete customer satisfaction, 
Talent resellers are asked to act as agents for the purpose of handling warranty claims. Please return your 
Talent product to your place of purchase prepaid. Many Talent resellers require a return authorization (also 
known as an RA or RMA). Please contact your Talent reseller for more details.



Introduction

Talent’s uClaw Music Stand Mount is a versatile product for use with most smart phones and tablet 
devices. Constructed using durable ABS plastic and featuring adjustable claws, this mount will 
securely hold your phone or tablet in place on a music stand, desk, or other surface (up to 1" thick) 
without scratching or marring your device, or the object to which it’s mounted.

Adjustability is the hallmark of the uClaw. By employing a 6.3" aluminum extension and several 
different joints, the uClaw allows for almost infinite adjustability. And with the unique fold-out 
adjustable clamping claw system, the uClaw will hold most smart phones and tablets, with a range 
from 3.5" up to 9.17". So you can use the uClaw with almost any modern device, in portrait or 
landscape orientation, and enjoy multi-angle adjustment to hold the screen where ever you need it.

You can also remove the C-clamp and extension assembly to mount the uClaw directly to a standard 
5/8" threaded microphone stand while retaining ±5° tilt and 360° rotation adjustment ability. 

Assembly:

Thread the end of the C-clamp assembly into the central joint of the uClaw about three full turns, 
then use the jamb nut to tighten; or, thread the uClaw’s central joint directly to your mic stand (if 
you won’t be using the C-Clamp assembly).

Operation:

1. Remove the C-clamp assembly to connect the uClaw directly to a mic stand. (Optional; skip steps 2 
and 3 if mounting directly)

2. Use the “T” nut to tighten the C-clamp to the mic stand, desk, headrest, etc.
3. Use the wing nut to adjust the rotation, angle, and length of the extension rod.
4. Use the central joint on the back of the uClaw to further adjust rotation and tilt if needed.
5. Depending on how wide your device is, fold or unfold the adjustable claws. 
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6. While holding the claws, push the locking lever on the back of the uClaw to unlock, then pull the 
claws apart to the desired width.

7. Insert your device, then push the 
claws back together until they are 
snug against your device.

8. Repeat steps 3 and 4 as needed to 
position your device to your liking.

9. To remove your device, push the lock-
ing lever again to release the claws.
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(Tablet, mic, and stand not included.)
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