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Note: If mounting in a metal ammo box, the antenna must be on the outside of the box. Use the included 
antenna or use an external rubber antenna (sold separately). 

1. Cut two 3" Dia. holes on the flat surface of one side of an ammo box, 1" from the bottom and 
1/2" from the sides. The center of the hole should be 2" from the side and 2-1/2" from the 
bottom. Use a hole saw (sold separately) for best results. 

 

 

          

 

 



2. On the opposite side cut a 3-2/3" H x 2-3/4" W rectangle hole in the center of the box 3/4" from 
the bottom.  

 

                      

 
 

3. Mount all the electrical components to the control panel. The power LED has a red wire, the 
Bluetooth LED has a blue wire and the charge LED has a green wire. The AUX port has a 3.5mm 
hole and the DC jack has a 5.5mm hole.  

 

 

 
 
 



4.    Use the included long standoffs to mount the panel to the KAB-230v4 amp board with the four
black machine screws. Face the board sockets towards the black panel. Plug in all the cables 
according to the quick reference guide for the KAB-230v4. Plug the AUX input cable in first and 
plug the power LED right next to it. Attach the battery board with the remaining small standoffs 
and the four silver machine screws. Attach the battery cable from the KAB-230v4 to the battery 
board in one of the 4-pin sockets. Mark the speaker wires for polarity and channel.

5. Use the included gasket tape strips to outline the 3-2/3" H x 2-3/4" W hole. Place the batteries in
the battery holder and insert the panel into the hole. Use eight of the included black wood 
screws to secure the panel. Use a 1/32" bit to drill a starter hole for each screw. Use the included
Allen wrench to secure the screws. Stick the Left + and - speaker wires out the left speaker hole
and the right + and - wires through the right hole. If mounting in a metal enclosure you’ll need to
add an external antenna (sold separately).

https://www.parts-express.com/pedocs/installation-guides/325-503--dayton-audio-kab-230v4-quick-start-wiring-guide.pdf


 

 

6. Attach the speaker wires to the + and - on the speakers with 0.205" and 0.110" quick 
disconnects (sold separately) or solder the wires to each terminal. Use the eight included #6 
black Phillips head screws to secure the speakers. Drill 1/16" starter holes for best results. 

 

                 
 
 

 

7. Plug in the power adapter to charge the batteries and you're ready to crank it up. The power 
adapter must be plugged in to initiate the battery holder. Anytime a battery is replaced or 
changed the power adapter must be plugged in to initiate the battery holder. 

 

8. Add sound damping material (sold separately) to make it sound even better. 
 

 



 
 

 

Speaker Output Connector:

Pin Definition
J2 MOLEX-4PIN-3MM

R - R + L- L+

 

INCLUDED FUNCTIONAL 
CABLE PACKAGE

LED PACKAGE ADDITIONAL
 8. Power LED
 9. Bluetooth LED
 10. Charging LED

 11. Interface Expansion
  Board
 12. Li-ion Battery Charging
  Board KAB-BE
 13. Future Expansion
 14. Line Out Mono
 15. Optional External 
  Bluetooth Antenna Port
 16. Programming Port for 
  Optional KPX Board

 4. Aux-In Cable
 5. Volume Control
  with Cable
 6. Battery Cable
 7. On/Off Power Cable

 1. Speaker Cable
 2. Power Cable
 3. Bluetooth Pairing
  Control Cable

1 R OUT-
2 L OUT+
3 R OUT+
4 L OUT-
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